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equilibrium conditions. The empty
condition would be the point at which
fuel pressure drops enough that the en-
gine is unable to maintain stable air-
fuel ratios for acceptable continued op-
eration.

Van means any light truck having an
integral enclosure fully enclosing the
driver compartment and load carrying
compartment. The distance from the
leading edge of the windshield to the
foremost body section of vans is typi-
cally shorter than that of pickup
trucks and SUVs.

Vehicle configuration means a unique
combination of basic engine, engine
code, inertia weight class, transmission
configuration, and axle ratio within a
base level.

Vehicle-specific 5-cycle CO, means the
CO, calculated according to the proce-
dures in §600.114.

Vehicle-specific 5-cycle fuel economy
means the fuel economy calculated ac-
cording to the procedures in §600.114.

We (us, our) means the Administrator
of the Environmental Protection Agen-
cy and any authorized representatives.

Wheelbase has the meaning given in
§86.1803 of this chapter.

[76 FR 39524, July 6, 2011, as amended at 77
FR 63178, Oct. 15, 2012; 79 FR 23746, Apr. 28,
2014]

§600.003 Abbreviations.

The abbreviations and acronyms used
in this part have the same meaning as
those in part 86 of this chapter, with
the addition of the following:

(a) “MPG” or “mpg’’ means miles per
gallon. This may be used to generally
describe fuel economy as a quantity, or
it may be used as the units associated
with a particular value.

(b) MPGe means miles per gallon
equivalent. This is generally used to
quantify a fuel economy value for vehi-
cles that use a fuel other than gasoline.
The value represents miles the vehicle
can drive with the energy equivalent of
one gallon of gasoline.

(c) SCF means standard cubic feet.

(d) SUV means sport utility vehicle.

(e) CREE means carbon-related ex-
haust emissions.

[76 FR 39527, July 6, 2011]

§600.005

§600.005 Maintenance of records and
rights of entry.

The provisions of this section are ap-
plicable to all fuel economy data vehi-
cles. Certification vehicles are required
to meet the provisions of §86.1844 of
this chapter.

(a) The manufacturer of any new
motor vehicle subject to any of the
standards or procedures prescribed in
this part shall establish, maintain, and
retain the following adequately orga-
nized and indexed records:

(1) General records. (i) Identification
and description of all vehicles for
which data are submitted to meet the
requirements of this part.

(ii) A description of all procedures
used to test each vehicle.

(iii) A copy of the information re-
quired to be submitted under §600.006
fulfills the requirements of paragraph
(a)(1)(1) of this section.

(2) Individual records. A brief history
of each vehicle for which data are sub-
mitted to meet the requirements of
this part, in the form of a separate
booklet or other document for each
separate vehicle, in which must be re-
corded:

(i) The steps taken to ensure that the
vehicle with respect to its engine, drive
train, fuel system, emission control
system components, exhaust after
treatment device, vehicle weight, or
any other device or component, as ap-
plicable, will be representative of pro-
duction vehicles. In the case of electric
vehicles, the manufacturer should de-
scribe the steps taken to ensure that
the vehicle with respect to its electric
traction motor, motor controller, bat-
tery configuration, or any other device
or component, as applicable, will be
representative of production vehicles.

(ii) A complete record of all emission
tests performed under part 86 of this
chapter, all fuel economy tests per-
formed under this part 600 (except tests
actually performed by EPA personnel),
and all electric vehicle tests performed
according to procedures promulgated
by DOE, including all individual work-
sheets and other documentation relat-
ing to each such test or exact copies
thereof; the date, time, purpose, and lo-
cation of each test; the number of
miles accumulated on the vehicle when
the tests began and ended; and the
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names of supervisory personnel respon-
sible for the conduct of the tests.

(iii) A description of mileage accu-
mulated since selection of buildup of
such vehicles including the date and
time of each mileage accumulation
listing both the mileage accumulated
and the name of each driver, or each
operator of the automatic mileage ac-
cumulation device, if applicable. Addi-
tionally, a description of mileage accu-
mulated prior to selection or buildup of
such vehicle must be maintained in
such detail as is available.

(iv) If used, the record of any devices
employed to record the speed or mile-
age, or both, of the test vehicle in rela-
tionship to time.

(v) A record and description of all
maintenance and other servicing per-
formed, within 2,000 miles prior to fuel
economy testing under this part, giv-
ing the date and time of the mainte-
nance or service, the reason for it, the
person authorizing it, and the names of
supervisory personnel responsible for
the conduct of the maintenance or
service. A copy of the maintenance in-
formation to be submitted under
§600.006 fulfills the requirements of this
paragraph (a)(2)(v).

(vi) A brief description of any signifi-
cant events affecting the vehicle dur-
ing any of the period covered by the
history not described in an entry under
one of the previous headings including
such extraordinary events as vehicle
accidents or driver speeding citations
or warnings.

(3) Keeping records. The manufacturer
shall retain all records required under
this part for five years after the end of
the model year to which they relate.
Records may be retained as hard copy
or some alternative storage medium,
provided that in every case all the in-
formation contained in hard copy shall
be retained.

(b)(1) Any manufacturer who has sup-
plied fuel economy data to meet the re-
quirements of this part shall admit any
EPA Enforcement Officer during oper-
ating hours upon presentation of cre-
dentials at any of the following:

(i) Any facility where any fuel econ-
omy tests from which data are sub-
mitted or any procedures or activities
connected with these tests are per-
formed.

40 CFR Ch. | (7-1-14 Edition)

(ii) Any facility where any new
motor vehicle which is being, was, or is
to be tested is present.

(iii) Any facility where any construc-
tion process used in the modification
or buildup of a vehicle into a fuel econ-
omy data vehicle is taking place or has
taken place.

(iv) Any facility where any record or
other document relating to any of the
above is located.

(2) Upon admission to any facility re-
ferred to in paragraph (b)(1) of this sec-
tion, the manufacturer shall allow any
EPA Enforcement Officer:

(i) To inspect and monitor any part
or aspect of procedures, activities, and
testing facilities, including, but not
limited to, monitoring vehicle pre-
conditioning; emission and fuel econ-
omy tests and mileage accumulation;
maintenance; vehicle soak and storage
procedures; and to verify correlation of
calibration of test equipment;

(ii) To inspect and make copies of
any required records, designs, or other
documents; and

(iii) To inspect and photograph any
part or aspect of any fuel economy ve-
hicle and any components to be used in
the construction thereof.

(3) Any EPA Enforcement Officer will
be furnished, by those in charge of fa-
cility being inspected, with such rea-
sonable assistance as may be required
to help discharge any function listed in
this paragraph (b). Each manufacturer
is required to have those in charge of
the facility furnish such reasonable as-
sistance without charge to EPA wheth-
er or not the manufacturer controls
the facility.

(4) The duty to admit any EPA En-
forcement Officer shall be applicable
whether or not the manufacturer owns
or controls the facility in question and
is applicable to both domestic and for-
eign manufacturers and facilities. An
EPA Enforcement Officer will not at-
tempt to make any inspections which
the officer has been informed are in
contravention of any law. However, if
local law makes it impossible for the
EPA Enforcement Officer to verify or
to ensure the accuracy of data gen-
erated at a facility such that no in-
formed judgment can properly be made
as to the accuracy or reliability of data
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generated by or obtained for the facil-
ity, then a vehicle or data from that
vehicle shall not be accepted for use in
subpart C or F of this part (unless the
Administrator is otherwise convinced
of the accuracy and reliability of such
data).

(5) For purposes of this paragraph (b):

(i) ‘“‘Presentation of credentials”
means display of the document desig-
nating a person as an EPA Enforce-
ment Officer.

(ii) Where vehicle, component, or en-
gine storage areas or facilities are con-
cerned, ‘‘operating hours” shall mean
all times during which personnel other
than custodial personnel are at work in
the vicinity of the area or facility and
have access to it.

(iii) For facilities or areas other than
those covered by paragraph (b)(5)(ii) of
this section, the term, ‘‘operating
hours” will mean all times during
which an assembly line is in operation
or all times during which testing,
maintenance, mileage accumulation,
production or compilation of records,
or any other procedure or activity re-
lated to fuel economy testing, or to ve-
hicle manufacturer or assembly, is
being carried out in a facility.

(iv) ‘‘Reasonable assistance’ means
providing timely and unobstructed ac-
cess to and opportunity for the copying
of any record, book, paper, or docu-
ment required to be maintained under
this section and providing timely and
unobstructed access to any motor vehi-
cle, testing facility, or testing equip-
ment.

(v) Any entry without 24 hours prior
written or oral notification to the af-
fected manufacturer shall be author-
ized in writing by the Assistant Admin-
istrator for Enforcement.

[456 FR 49259, July 24, 1980, as amended at 64
FR 23973, May 4, 1999. Redesignated and
amended at 76 FR 39524, 39527, July 6, 2011]

§600.006 Data and information re-
quirements for fuel economy data
vehicles.

(a) For certification vehicles with
less than 10,000 miles, the requirements
of this section are considered to have
been met except as noted in paragraph
(c) of this section.

§600.006

(b)(1) The manufacturer shall submit
the following information for each fuel
economy data vehicle:

(i) A description of the vehicle, ex-
haust emission test results, applicable
deterioration factors, adjusted exhaust
emission levels, and test fuel property
values as specified in §600.113-08.

(ii) A statement of the origin of the
vehicle including total mileage accu-
mulation, and modification (if any)
form the vehicle configuration in
which the mileage was accumulated.
(For modifications requiring advance
approval by the Administrator, the
name of the Administrator’s represent-
ative approving the modification and
date of approval are required.) If the
vehicle was previously used for testing
for compliance with part 86 of this
chapter or previously accepted by the
Administrator as a fuel economy data
vehicle in a different configuration, the
requirements of this paragraph may be
satisfied by reference to the vehicle
number and previous configuration.

(iii) A statement that the fuel econ-
omy data vehicle for which data are
submitted:

(A) Has been tested in accordance
with applicable test procedures;

(B) Is, to the best of the manufactur-
er’s knowledge, representative of the
vehicle configuration listed; and

(C) Is in compliance with applicable
exhaust emission standards.

(2) The manufacturer shall retain the
following information for each fuel
economy data vehicle, and make it
available to the Administrator upon re-
quest:

(i) A description of all maintenance
to engine, emission control system, or
fuel system, or fuel system components
performed within 2,000 miles prior to
fuel economy testing.

(ii) In the case of electric vehicles,
plug-in hybrid electric vehicles, and
hybrid electric vehicles, a description
of all maintenance to electric motor,
motor controller, battery configura-
tion, or other components performed
within 2,000 miles prior to fuel econ-
omy testing.

(iii) A copy of calibrations for engine,
fuel system, and emission control de-
vices, showing the calibration of the
actual components on the test vehicle
as well as the design tolerances.
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